
material specifications
bauxite
•	Material: Type II Vinyl with Metallic Base
•	Backing: Non-Woven
•	Total Weight: 23 oz. per linear yard
•	Width: 54”
•	Class A Fire Rating
•	ASTM-E84 
	 Flame Spread: 0 
	 Smoke Development: 60

beach
•	Material: Type II Vinyl
•	Backing: Poly-Cotton Woven
•	Total Weight: 21 oz. per linear yard
•	Width: 54”
•	Class A Fire Rating
•	ASTM E-84 
	 Flame Spread: 10 
	 Smoke Development: 5
•	UL-723
•	CAN S102M
•	EN 15102:2007
•	IMO Certified

blanc sisal
•	Material: Natural Grasscloth
•	Backing: Paper
•	Width: 36”
•	Class A Fire Rating
•	ASTM E-84 
	 Flame Spread: 10 
	 Smoke Development: 15

blonde jute
•	Material: Natural Grasscloth
•	Backing: Paper
•	Width: 36”
•	Class A Fire Rating
•	ASTM E-84 
	 Flame Spread: 10 
	 Smoke Development: 0

gold iridescent
•	Material: 100% polyester canvas with  
	 gold finish
•	PVC Free
•	Backing: Non-Woven
•	Total Weight: 16 oz. per linear yard
•	Width: 54”
•	Class A Fire Rating
•	ASTM E84 
	 Flame Spread: 5 
	 Smoke Development: 70

linen
•	Material: Type II Vinyl
•	Backing: Poly-Cotton Woven
•	Total Weight: 21 oz. per linear yard
•	Width: 54”
•	Class A Fire Rating
•	ASTM E-84 
	 Flame Spread: 10 
	 Smoke Development: 5
•	UL-723
•	CAN S102M
•	EN 15102:2007
•	IMO Certified

pearl
•	Material: Type II Vinyl
•	Backing: Poly-Cotton Woven
•	Total Weight: 20 oz. per linear yard
•	Width: 54”
•	Class A Fire Rating
•	ASTM E-84 
	 Flame Spread: 20 
	 Smoke Development: 185
•	UL-723
•	CAN 102.2
•	EN 15102:2007

resilience
•	Material: PVC Free Type II equivalent
•	Constructed of 30% Post Consumer 
	 Waste/Latex Saturated Cellulose Fibers
•	Backing: Non-Woven
•	Total Weight: 25.92 oz. per linear yard
•	Width: 54”
•	Class A Fire Rating
•	CAN 102.2 
	 Flame Spread: 80 
	 Smoke Development: 45
•	ASTM E84 
	 Flame Spread: 25 
	 Smoke Developed Value: 10

shine
•	Material: Type II Vinyl
•	Backing: Poly-Cotton Woven
• Total Weight: 20 oz. per linear yard
•	Width: 54”
•	Class A Fire Rating
• ASTM E-84 
	 Flame Spread: 20 
	 Smoke Development: 185
•	UL-723
•	CAN 102.2
•	EN 15102:2007

silk
•	Material: Type II Vinyl
•	Backing: Poly-Cotton Woven
•	Total Weight: 21 oz. per linear yard
•	Width: 54”
•	Class A Fire Rating
•	ASTM E-84 
	 Flame Spread: 10 
	 Smoke Development: 5
•	UL-723
•	CAN S102M
•	EN 15102:2007
•	IMO Certified

steel
•	Material: Type II Vinyl
•	Backing: Poly-Cotton Woven
•	Total Weight: 20 oz. per linear yard
•	Width: 54”
•	Class A Fire Rating
•	ASTM E-84 
	 Flame Spread: 20 
	 Smoke Development: 185
•	UL-723
•	CAN 102.2
•	EN 15102:2007

sterling
•	Material: Type II Vinyl with Metallic Base
•	Backing: Non-Woven
•	Total Weight: 20 oz. per linear yard
•	Width: 54”
•	Class A Fire Rating
•	ASTM E-84
NFPA 101 Life Safety Code


